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ABRIDGED TEST REPORT No. 265866

(Refers to Test Report No. 265864 issued by this Institute on 15/02/2010)

Place and date of issue: Bellaria-Igea Marina - ltaly, 15/02/2010

Customer: ALUSET S.A. 19100 MEGARA (ATTIKA) -
Greece

Date test requested: 04/11/2009

Order number and date: 46972, 09/11/2009

Date specimen received: 10/02/2010

Date test effected: from 10/02/2010 to 13/02/2010

Purpose of test: electrical safety tests according to standard CEI EN 60950-1:2007

Test site: [stituto Giordano S.p.A. - Blocco 9 - Via del Lavoro, 3 - 47814 Bellaria-Igea Mari-
na (RN) - Italy

Lakka Kalogiro (Almyres)

Specimen origin: sampled and supplied by Customer

Identification of specimen received: No. 2010/0241

Description of specimen

Tested specimen is an electronic door control system identified by manufacturer as “DDCS200”.

Normative references

The test was carried out in accordance with the requirements of standard CEI EN 60950-1:2007 “Infor-
mation technology equipment - Safety - Part 1: General requirements™.

Test results

The tested specimen, relating to carried out test and results complies with the fundamental safety re- |
quirements of the reference standard.

As regards the description of the speci ormative references, test methods, fest equipment, test resuits and everything
r@é@%r arried out, please see Test Report No. 265864 issued by this Institute on

Chairman or
Managing Director

Page

This abridged test report consists of 1 page. Yor
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TEST REPORT No. 265796

Place and date of issue: Bellaria-Igea Marina - Italy, 12/02/2010

Customer: ALUSET PANAGIOTIS KARAMPASTELAS - Lakka Kalogirou
(Almyres) - 19100 MEGARA (ATTIKA) - Greece |

Date test requested: 05/02/2010

Order number and date: 47862, 08/02/2010
Date specimen received: 10/02/2010

Test date: 11/02/2010

Purpose of test: Burglar resistance and classification (resistance under static loading,
resistance under dynamic loading and resistance to manual burglary)
of a door in accordance with standards UNI ENV 1627:2000, UNI |
ENV 1628:2000, UNI ENV 1629:2000 and UNI ENV 1630:2000 ‘

Test site: [stituto Giordano S.p.A. - Cantiere di via Erbosa - 47043 Gatteo (FC) - Italy
Specimen origin: sampled and supplied by the Customer

Identification of specimen received: No. 2010/0241/A

Specimen name*

The test specimen is called “C600BE™.

Customer.

Revis, Date of translation: 04/03/2010 Lef18

ND > This Test Re sists of 18 sh
Comp) _[/ \}97 is Test Report consists of 18 sheets Sheet
1S - 5 ) e 4
1] document is the English translation of the Test Report No. 265796 of 12/02/2010 issued in Italian
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(Test Report No. 265796 dated 12/02/2010) sheet 4 of 18 follows
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(Test Report No. 265796 dated 12/02/2010) sheet 11 of 18 follows

BEISTITUTO
GIORDANO

Photo of specimen

Normative References

The test was carried out in accordance with the requirements of the following Italian prestandards:
— UNIENV 1627:2000 dated 29/02/2000 “Finestre, porte, chiusure oscuranti - Resistenza all’effrazione -
Requisiti e classificazione™ (“Windows, doors, shutters - Burglar resistance - Requirements and classification”) that is the

implementation of European Prestandard ENV 1627 dated January 1999,




(Test Report No. 265796 dated 12/02/2010) sheet 18 of 18 follows
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Final test - Class 2

Location Action

Attack on hinge side | Attack on hinge side rebate area with a pair of screwdrivers and a pair of wood

rebate area wedges. The operator attempts to prise the door panel from the rebate area, but
the stiffness of the hinges prevents such operation. The test ends when the
allocated operating time is up with the door badly damaged and barely

‘ operational.
Resistance time Total test time
[min:s] ' ‘ [min:s]
3:00 5:15

Classification

On the basis of the test performed, the results obtained and the provisions of standards UNI ENV 1627:2000,
UNI ENV 1628:2000, UNI ENV 1629:2000 and UNI ENV 1630:2000, the test specimen, a single-leaf door
called “C600BE”, submitted by the company ALUSET PANAGIOTIS KARAMPASTELAS - Lakka
Kalogirou (Almyres) - 19100 MEGARA (ATTIKA) - Greece, has passed the tests prescribed therein.
Therefore, as regards standard UNI ENV 1627:2000, the specimen can be rated as

‘ Class 2

The results given refer exclusively to the test specimen itself and are only valid under the same conditions in
which testing was carried out.

This test report alone shall not be considered a certificate of conformity.

F\l‘G Test Fechpicia 7 ——“Head of Applied Physics Chairman or

‘ i - Qi e ) Laborato Managing Director , ..

\\, , \ \ ! Détt. Ing. Vincenrzyo lommi) I.‘Ai\lf\if".‘.h%ii,g!j .l: L} A.:.u \TO
\ ‘ Rag. Angelini Cap Rosulba
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RICONOSCIMENTI DA MINISTERI ITALIANI:
sge 16T o DML 27110821 203 Prvs TEST REPORT No. 266364

Place and date of issue: Bellaria-Igea Marina - Italy, 24/02/2010

‘ Customer: ALUSET PANAGIOTIS KARAMPASTELAS - Lakka Kalogirou
(Almyres) - 19100 MEGARA (ATTIKA) - Greece

Date test requested: 05/02/2010

Order number and date: 47862, 08/02/2010
I ' Date specimen received: 10/02/2010
Test date: 11/02/2010

Purpose of test: Burglar resistance and classification (resistance under static loading,
resistance under dynamic loading and resistance to manual burglary)
of a door in accordance with standards UNI ENV 1627:2000, UNI
ENV 1628:2000, UNI ENV 1629:2000 and UNI ENV 1630:2000

RICONOSCIMENTI DA ENTI TERZI

Test site: Istituto Giordano S.p.A. - Cantiere di via Erbosa - 47043 Gatteo (FC) - Italy
Specimen origin: sampled and supplied by the Customer

Identification of specimen received: No. 2010/0241/B

Specimen name*

The test specimen is called “C600ED™.

(*)!' according to that stated by 1"hc Customer.,
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(Test Report No. 266364 dated 24/02/2010)

sheet 4 of 19 follows
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(Test Report No. 266364 dated 24/02/2010) sheet 12 of 19 follows
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Photo of specimen

Normative References

The test was carried out in accordance with the requirements of the following Italian prestandards:

— UNIENV 1627:2000 dated 29/02/2000 “Finestre, porte, chiusure oscuranti - Resistenza all’effrazione -
Requisiti e classificazione” (“Windows, doors, shutters - Burglar resistance - Requirements and classification”) that is the
implementation of European Prestandard ENV 1627 dated January 1999;

—~ UNIENV 1628:2000 dated 29/02/2000 “Finestre, porte, chiusure oscuranti - Resistenza all’effrazione -
Metodo di prova per la determinazione della resistenza sotto carico statico™ (“Windows, doors, shutters - Burglar
resistance - Test method for the determination of resistance under static loading ") that is the implementation of European

Prestandard ENV 1628 dated January 1999;




(Test Report No. 266364 dated 24/02/2010) sheet 19 of 19 follows
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Final test - Class 2

Location Action

Attack on hinge side | Attack on hinge side rebate area with a pair of screwdrivers and a pair of wood

rebate area wedges. The operator attempts to prise the door panel from the rebate area, but
the stiffness of the hinges prevents such operation. The test ends when the
allocated operating time is up with the door badly damaged and barely

operational.
Resistance time Total test time
[min:s] ' - [min:s]
3:00 3215

Classification

On the basis of the test performed, the results obtained and the provisions of standards UNI ENV 1627:2000,
UNI ENV 1628:2000, UNI ENV 1629:2000 and UNI ENV 1630:2000, the test specimen, a single-leaf door
called “C600ED”, submitted by the company ALUSET PANAGIOTIS KARAMPASTELAS - Lakka
Kalogirou (Almyres) - 19100 MEGARA (ATTIKA) - Greece, has passed the tests prescribed therein.
Therefore, as regards standard UNI ENV 1627:2000, the specimen can be rated as

Class 2

The results given refer exclusively to the test specimen itself and are only valid under the same conditions in
which testing was carried out.

This test report alone shall not be considered a certificate of conformity.

Head of Applied Physics Chairman or
Laboratory Managing Director

t. Ing. Vincenzo lommi) LAMMINISTRATORE DELEGATO
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